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Pump Style Patch Pump Durable pump
+ infusion set 

Durable pump
+ infusion set 

Durable pump
+ infusion set 

Patch or Durable Pump 
previous pod  & pump models

Pump Capacity 200 units 300 units 160 units 300 units pump choice dependent

Controlled By App in Controller Pump
(Phone app is for display  only)

Phone App 
(Some functions on pump)

Pump  
+ Phone App (display & bolus)

Phone App (build yourself)
Not Health Canada approved.

Sensor (CGM) Dexcom G6 or G7 Medtronic Guardian 3 or 4 Dexcom G6 or Libre 3+ Dexcom G6 or G7 Dexcom G6 or G7
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all systems ↑, ↓, or suspend basal insulin delivery based on rising and falling glucose levels 

Basal 
Automation

Adjusts from a baseline 
system calculated basal rate

Delivers basal doses calculated 
by the system

Delivers basal doses calculated 
by the system

Adjusts from baseline of personal basal rates

Use of Sensor 
Glucose

Predicted glucose Recent & current glucose Predicted glucose

Adapts Over 
Time Based On

Total daily insulin history Total daily insulin history Insulin delivery history: daily, 
time of day, & meal responses 

User adjusted settings

Meal ß   carbohydrate or meal entry required by all systems     à

Auto-Correct ✘ ✓ ✘ ✓ ✓
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Settings to 
TRUST

• Basal insulin • Basal insulin
• Correction factor
• Auto-correct target:  

6.7mmol/L

• Basal insulin • Insulin action time: 5 hours
• Treatment range:  6.25-7.9 
mmol/L

• Auto-correct target: 6.1 
mmol/L

---

Settings You 
Can ADJUST

★ Impacts 
automation

✓ Carb ratio
✘ Basal rates
✓ Correction factor 
✓ Insulin action time
★ Target: 6.1, 6.7, 7.2, 7.8, or 

8.3 mmol/L

✓ Carb ratio
✘ Basal rates
✘ Correction factor
★ Insulin action time
★ Target: 5.5, 6.1, or  6.7 mmol/L

✓ Carb ratio
✘ Basal rates
✓ Correction factor 
✓ Insulin action time
★ Target: value within 4.4-

11.0 mmol/L

✓ Carb ratio
★ Basal rates
★ Correction factor
✘ Insulin action time
✘ Target

✓ Carb ratio
★ Basal rates
★ Correction factor
★ Insulin action curve
★ Target: value or range 

within 4.8-10.0 mmol/L 
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Flexible Modes 
(e.g. exercise)

Activity Mode Temp Target Ease Off
Boost

Exercise Activity
Sleep Activity

Temp Overrides

Unique Features • Custom food list feature
• Trend arrow adjustment in 

bolus calculator

• Meal detection: 
-to ↑ insulin delivery more 
quickly with rapid rises

• Meal size categories
• Add meal function

-for late boluses, slow 
absorbed foods, low treatment 

• Additional personal profiles 
to adapt adjustable settings

• Extended bolus option 
during automation

• Option to specify carb 
absorption time

• Ability to change meal entry 
time
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MiniMed
780G

mylife YpsoPump 
& CamAPS FX

Tandem
Control-IQ

Do-It-Yourself
Loop

Insulet
Omnipod 5
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